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G3 series Lithium Battery Powered
Counterbalanced Forklift Truck

Perfect Combination of Aesthetics and Functional Design.

New generation with characteristics of smart, safe, high efficiency,
energy saving and environment friendly.

Unnecessary of fluid adding and dust proofing.
Daily maintenance free.
Manual maintenance free.

High IP Protection Level of Vehicle.

Maintenance-free integrated axle which is mature and has been
tested by market is used on the truck.

Oil-cooled wet disc type brake is free from maintenance.
Maintenance-free AC motors are used for driving and pump
mators.

World famous controlleris used.

Large smartinstrument can monitor the truck state overallyand it
issafe and reliable.

@ Long Service Life

Over 75% capacity reserved After4000 shifts operation.
Longer service life than lead-acid battery inequal working
condition.

5years or ten thousand hours quality guarantee for high
performance lithium battery assembly.

@ High Safety

Tail-free structure reduces the center of gravity and improves lateral

stability.

High strength and integrated type welded overhead guard improves
safety.

Side-pulling battery changing way is standard configuration and

improves battery changing efficiency.
Middle-positioned battery reduces the center of gravity and

improves stability .

High positioned rotation point of rear axle improves lateral stability i i
of the truck. -

Automatic deceleration when steeringimproves working safety .
Mast lifting buffering improves operation safety.

G3series4-5t Lithium Battery

Suitable for working in both high
and low environment

Lithium battery is better than lead-acid battery when working between
-25°Cand 55°C.
ENEROC lithium battery PACK with low temperature pre-heating system.

e High Efficiency and Energy Saving

2-3 hours charging meet 6-8 hours working demand.
High-energy density, self discharging rate lower than 19 per month.
95% energy conversion ratesuperior charging and discharging
performance.

Flexible to charge, easy to operate, no impact on battery life.
Unnecessary to change battery, cost saving.

@ Improved man-machine comfort

Mast lifing and falling buffering makes operation safe and comfortable.
The truck has lower pedal height and larger egress and ingress space.
Suspension seat and wide view mastimprove driving experience.

Optimal battery layout and design of counterbalance improve the rear view.
Lower layout of tilting cylinder improves the space for legs.

The convenience of maintenance
isimproved

Electric controlis arranged inside the balance weight for easy maintenance;
Removable oil tank and bottom plate, improve maintenance convenience.




Manufacturer’ s Data and Design Characteristics
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Character

Manufacturer

Model

Configuration number

Rated capacity

Load center distance

Power mode

Driving mode

Wheel base

Tyre

Tyretype

Wheel number (front/rear)

Front wheel base

Rear wheel base

Tyre (front)

Tyre (rear)

Size

Front overhang

Masttiltangle (front/rear)

Height with mast retraction
Freelifting height

Max lifting height

Max.height underworking condition
Overhead guard height

Fork size: thickness X width X length
Fork amm carrier, 1SO 2328, class/ type A, B
Truck body length (fork excluded)
Truck body width

Turning radius

Clearance between mast and ground
Clearance between wheel base center and ground (loaded)
{RE]% Egﬁsﬁ%ﬁ%ﬁﬁ@aﬁm 200mm)
F&mﬁ%%ﬁ%ﬁf&%m 200mm)
Performance

Travellingspeed (loaded/unloaded)
Liftingspeed (loaded/unloaded)
Loweringspeed (loaded/unloaded)
Gradeability (loaded/unloaded)
Max.traction force (loaded)
Acceleration time (10m)(loaded,/unloaded)
Weight

Total weight (with/without battery)
Axleload (unloaded front/rear)
Axleload (loaded front/rear)

Battery

Batteryvoltage/capacity

Battery weight

Motor and controller

Drive motor power(S2-60min)

Lifting motor power(S3-15%)
Steering motor power(S3-15%)

Drive motor controllingmode

Lifting motor controlling mode
Steering motor controlling mode
Others

Service brake/parking brake
Hydraulic system working pressure
Type of drive control

w3
W4

L2
alp
H1
H3
H
Hz2
H4

TxWxL4

L
Wi
r
H5
HB6
Ast
Ast

mm

mm

mm
mm

mm

mm
mm
mm
mm
mm
mm
mm

mm
mm
mm
mm
mm
mm

mm/s
mm/s

kW
kW
kW
Mpa

CPD40
GB2Li/GB3Li
4000
500
Lithium battery
Seated
1960

solid tyre
22
1120
1070

250-15

21X8-9

560
8/8
2240
150
3000
4235
2275
50 % 150 x 1070
3A
2920
1350
2580
140
145
4340
4540

14/15
310/450
500/450

17/27

21000

6.58/6.25

6670/6085
3195/3505
9415/1310

80/542
585

20
26.5
25

20
ZAPI/INMOTION

HELI
CPD45 CPD50
GB2Li/GB3Li GB2Li/GB3Li
4500 5000
500 500
Lithium battery Lithium battery
Seated Seated
1960 1960
solid tyre solid tyre
2/2 2/2
1120 1189
1070 1070
250-15 28x12.5-15
21X8-9 21X8-9
560 560
8/8 8/8
2240 2230
150 150
3000 3000
4235 4225
2275 2270
50 x 150 x 1070 50 x 150 x 1070
3A 3A
2920 2920
1350 1500
2580 2580
140 130
145 135
4340 4340
4540 4540
14/15 14/15
280/450 260/450
500/450 500/450
16/26 15/25
21000 21000
6.70/6.19 6.82/6.14
6835/6150 7210/6525
3215/3620 3345/3865
10200/1135 11210/1035
80/606 80/606
685 685
20 20
26.5 26.5
25 25
MOSFET/AC
MOSFET/AC
MOSFET/AC

Hydraulic/mechanical

20

ZAPI/INMOTION

215

ZAPI/INMOTION

G3series4-5t

CPD50
GD3Li-600
5000
600
Lithium battery
Seated
2100

solid tyre
2f2
1189
1070
28x12.5-15
21X8-9

560
8/8
2230
150
3000
4355
2270

55x 150 % 1220

4A
3060
1500
2695
130
135
4460
4670

14/15
260/450
500/450

15/25

21000

6.82/6.14

7780/6780
3780/4015
11645/12056

80/606
1000

20
26.5
25

215
INMOTION

Lithium Battery
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Lithium battery,charger

Lithium battery brand ENEROC HEDING(LISHEN battery core) EIKTO
Voltage/Capacity 80V/542Ah | 80V/606Ah  BOV/TS0Ah =~ 80V/544Ah 80V/606Ah 80V/540Ah e TORR
CPD40 ® O @] O O O O
CPD45/CPD50 — ) O — — — O
CPD50-GD3Li-600 RETECANR e, ARECS0V/606AN,EECZS0V/808AN

EPlt R Eratare Bt tine L L L

Charger D80V200ALi-123, D80V200ALi-423, D80OV-400A-Li-124 (dual charger)

Notes: @standard, Coptional, — non-configurable
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— CPD5

Note: The vertical axis stands for load capacity and the horizontal axis
stands for load center which is calculated from the front surface of the
forks to the gravity of the standard load. The standard load means a
cubic with 1000mm edge length. When mast is tilted forward, using
non-standard forks or loading large goods, the load capacity will be
reduced. The load capacity of standard mast at different load center

can be known from this load chart.
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